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Under the moniker of P89LPC900, Philips have introduced an entirely 
new family of 80C5 | successors that have a number of pins ranging from 
8 to 80 and are all based on an (in-system-programmable) flash memory. 
An important characteristic of the controller is that despite a large number 
of new features it is still fully compatible with the 80C5 1. 


That the 80C51-based controllers are 
extremely popular is nothing new, certainly 
when considering the large number of 
designs that have appeared in this magazine 
over the years. The reason may well be the 
fact that the tools (both hardware and soft- 
ware) that are available for this controller are 
very affordable and there is an enormous 
amount of information readily available. In 
addition, a very active forum provides 
answers to many questions. 

Philips, one of the biggest players in the 
80C51 field has, with the part number 
P89LPC900, recently breathed new life into 
this architecture and improved the controller 
family to the point that its lifespan has been 
extended for many more years. 

In this article we will describe the archi- 
tecture of the P89LPC900. In a follow-up 
instalment we will publish a simple pro- 
grammer/I/O-board. 


The heart of the controller 


One of the most significant features of the 
P89LPC900 is that the core now requires only 
two clock cycles per instruction. 8051 
experts will already know that this used to be 
12 or 6 cycles until now. But to be fair, it needs 
to be mentioned that the maximum clock fre- 
quency has been reduced to 12 MHz (167 nsec 
per instruction). The net improvement is still 
more than a factor of two, compared with pre- 
vious solutions that used to run at 33 MHz. 
The improved performance at lower crystal 
frequencies is beneficial to power consump- 
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tion and EMI. The P89LPC900 is 
therefore very appropriate for low- 
energy designs such as battery-pow- 
ered devices. On average, the current 
consumption per MHz is not much 
lower than before, but you do get a 
six times improvement in perfor- 
mance. In practice, this means that 
the crystal frequency can be drasti- 
cally lowered. The lowest possible 
current consumption, by the way, is 
only 1 WA. 


The clock 


Most of the existing 80C51 con- 
trollers have a relatively simple clock 
distribution circuit. A crystal, res- 


| Tax isp ||| 512B HT — II! timer | 
“Flash. | EEPROM i 
IDDA | 16-bit 





-1 {16-bit PWM 





Power Management, RTC, WDT, 







UART FC PI 





onator or external clock signal is con- 
nected directly to the CPU and also 
to the peripherals. In contrast, the 
P89LPC900 has a much more elabo- 
rate mechanism, which allows the 
user to determine where the clock 
source comes from and how it is to 
be presented to the CPU and periph- 
erals. A standard, and in the context 
of microcontrollers, very accurate 
internal RC oscillator (2.5% over the 
entire temperature range) will in 
many cases suffice as the clock 
source. Even a UART will generally 
operate very well with this kind of 
accuracy. In the event that the 
requirements are more stringent, the 
processor offers the option of mea- 
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Figure 1. Complete overview of the clock distribution of the P89LPC900. 


when performance is not that impor- 
tant, but current consumption plays 
a more significant role. Figure 1 
gives a complete overview of the 
clock circuitry. 


suring the frequency at the clock 
output and fine-tune it with the aid 
of the TRIM register. Note that a 
nominal frequency of 7.3728 MHz 
was selected, which is a very appro- 
priate value in order to generate all 
the known baud rates. 

To be able to trade off perfor- 
mance and current consumption, the 
user can switch ‘on the fly’ to 
another frequency by changing the 
prescaler. Even the separate oscilla- 
tor for the watchdog can serve as 
the clock source during moments 


The memory 


The P89LPC900 is a complete 
embedded controller, which means 
that no external memory can be 
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Figure 2. Here you can see how a ‘call’ has been realised to the IAP subset. 
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addressed (unless this is done via 





P89LPC900 partly consists of a section that 
can be directly or indirectly addressed (256 
bytes) and, depending on the type, can be 
supplemented with a section of external 
data. The name may imply that this is external 
to the device, but in the case of the 
P89LPC900 it is definitely inside. The impli- 
cations for the code are that the MOVX- 
instructions are required for access. A recent 
type, such as the P89LPC932, has, for exam- 
ple, 758 bytes, of which 256 bytes are 
direct/indirect and 512 are ‘external’. 

The code memory, based on flash technol- 
ogy, is not only repeatedly programmable, but 
can also be programmed In System (ISP) and 
even In Application (IAP). For this purpose, 
Philips provides a bootloader which can be 
easily activated and communicates via the 
UART by default. An RS232 level shifter is all 
that is required to download the code from a 
PC. Esacademy provide the necessary soft- 
ware (Flash-Magjic), which uses a simple user 
interface or command line (for production pur- 
poses, for example) to send the hex file to the 
processor. 

The internal bootloader consists partly of 
built-in, low-level code that takes care of the 
interaction with the memory, and partly of a 
program in flash that deals with the commu- 
nications aspect and the translation of the 
hex file. The programmer can quite easily use 
the low-level subset of the bootloader by 
writing to a few registers and executing a 
‘call’ to a specific address. In this way you 
can write your own implementation of a boot- 
loader, which, for example, does not commu- 
nicate with the UART, but uses some other 
method chosen by the programmer. This new 
bootloader can replace the standard one. Fig- 
ure 2 shows how a call to the IAP subset is 
realised in practice. 

The memory consists of pages of 64 bytes 
each. The pages assemble into 1k sectors. 
Pages and sectors can be individually erased, 
with an impressive erase time of only 2 ms. 
Also note that when programming the flash 
memory, no additional programming voltages 
are required. The second article will treat the 
subject of programming the flash memory in 
more depth. It may not be necessary to men- 
tion this, but the code memory can be pro- 
grammed with a parallel programmer as well. 

In addition to the usual data and code 
memories, the P89LPC900 also has an EEP- 
ROM memory (64 to 512 bytes). The EEPROM 
is accessed via a number of registers (pointer, 
data and status), so that it is not necessary 
to write specific communications code, as 
required for some controllers when the EEP- 
ROM is accessed via the I2C bus. 

The P89LPC900 also has a number of spe- 
cial memory locations: the bootvector, the sta- 
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Figure 3. The user of the P89LPC932 can make use of 4 compare outputs and 2 


capture inputs. 


tus byte and the configuration byte. The 
bootvector determines the starting location 
when the chip is in boot mode. This vector is 
initially factory programmed to point to the 
internal bootloader. The status byte deter- 
mines whether after reset the user code or 
the boot code is activated. In this case the ini- 
tial value is again such that the boot code will 
be executed. 


The last byte in this category is the con- 
figuration byte. It is used to select the 
desired clock source, the function of the 
reset pin and the system supervisory set- 
tings. The locations can also be accessed via 
ISP and IAP 


In- and outputs 


Because the P89LPC900 has an internal 
RC-oscillator and a Power-On-Reset circuit, 
the basic rule is that the number of pins 
available for I/O is equal to the number pins 
on the package minus 2 for the power sup- 
ply. In almost every case all the port pins 
can be programmed as Input, Open-drain, 
Push-pull or Quasi-bidirectional. Excep- 
tions are the pins for the I2C bus and reset 
input. These have a different configuration 
because of their dual functionality. Once the 
processor has started, all pins are set to 
input. Two registers for each port (PxM1 
and PxM2) together define the desired con- 
figuration. For the analogue functions there 
is a third register to ensure that the digital 
Circuitry is completely decoupled from the 
relevant pin. 

Naturally, a number of pins have more than 
one function (for communications, among oth- 
ers) and a few are suitable for interrupts. A 
group of eight port pins is available that can 
be used as a keyboard-interrupt. This mech- 
anism is also provided with a Pattern Match, 
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which ensures that an interrupt (or a 
wake-up) is generated only when a 
specific pattern appears. 

Five pins have, in addition to the 
digital I/O, an analogue comparator 
function. Two comparators with a 
selectable reference (internal or 
external) and switchable inputs can 
be used to compare signals and use 
the results to generate an interrupt. 
There are also versions with an 8- or 
10-bit ADC. 

When using the reset pin, take 
note of the alternative function of 
this pin. Even though the pin is 
defined as an input after power up, 
this pin is still sampled during reset. 
In the event that this pin is perma- 
nently ‘low’ the processor will not 
start up properly. In contrast to pre- 
vious 80C51 controllers, the 
P89LPC900 has an active low reset! 


System supervisory 


The P89LPC900 is provided with all 
the features with regards to ‘System 
Supervisory’ functions. In the past 
a significant additional expense had 
to be made for external components 
that perform the same functions. 
Fortunately, they are now built in. 
The P89LPC900 has a Power-On- 
Reset/Detect, a Low-Voltage 
Detect and a Watchdog. The latter 
can, because of its separate oscilla- 
tor, also function as an Oscillator 
Fail Detect. The activation of any of 
these functions does not necessar- 
ily result in a reset, but can gener- 
ate an interrupt instead. A soft- 
ware-reset can then perform this 
task, if appropriate. 


Power management 


We mentioned before that the speed 
of the processor can be changed 
dynamically. For circuits that require 
even lower power consumption, 
there is the option of placing the 
processor in either Idle or Power- 
down mode. In both modes, the core 
itself is halted. The difference is that 
in Idle mode the peripherals con- 
tinue to run, while in Power-down 
mode everything is stopped. The 
sources that can re-activate the 
processor differ for each mode. In 
Idle mode a timer can re-activate the 
processor, but in Power-down mode 
only an external/keypad or compara- 
tor interrupt can do this. Note that 
the watchdog can continue to run in 
Power-down mode, although this 
will increase the power consumption 
somewhat. 


Timers and counters 


The P89LPC900 has the well-known 
timer/counter 0 and timer/counter 1, 
which are more or less standard on 
every 80C51. New is the fact that the 
timers have an additional operating 
mode, which can be used as a ‘poor 
man’s PWM’. Registers THx and TLx 
together determine the frequency 
and duty cycle. There are, inciden- 
tally, versions (the P89LPC932 for 
example) that have a very compre- 
hensive capture/compare unit with 
16-bit resolution and a 32xPLL (refer 
Figure 3). This provides the user 
with 4 compare outputs, which per- 
mit all kinds of wave shapes, and 
two capture inputs. This module can 
be used to drive a stepper motor, for 
example, or control an H-bridge. A 
(noise filtered!) Brake input allows 
the option of hardware intervention 
in the event there is a need to imme- 
diately stop a stepper motor, for 
instance. 

In addition to the timer/counters, 
the P89LPC900 is also provided with 
an RTC. This is a convenient way to 
keep track of elapsed time, without 
sacrificing another timer. Figure 4 
illustrates its operation. 


Communications 


The P89LPC900 has also acquired a 
range of new features in the area of 
communications. One of the more 
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notable new features is the presence 
of a separate baud-rate generator 
for the UART. In the past it was nec- 
essary to sacrifice a timer for this 
purpose, which limited further use of 
this timer to whatever frequency it 
had to run at. 

The UART also has a break-detect 
mechanism. This makes it possible 
to, for example, activate the boot- 
loader in a very simple manner. The 
user can now, without any effort, 
program the processor from within 
the programming environment. The 
Flash-Magic software has a facility 
to make this happen. 

The I2C-interface complies with 
the 400-kHz standard and is byte- 
wide implemented, which greatly 
simplifies the code for the various 
I2C-modes and makes it less critical. 
A state machine can make use of 
the codes that are returned by the 
I2C hardware. This is an easy way to 
determine the progress of the I2C- 
transfer and decide what the next 
step should be. Philips provides a 
detailed description in the user man- 
ual as to which states belong with 
which mode (Master transmit/ 
receive, Slave transmit/receive). By 
the way, the I2C-interface is compat- 
ible with earlier devices such as the 
P8xC554. 

Even the SPI interface hasn't 
been forgotten. Communications at 
a speed of 3 Mbit is possible with a 
wide range of SPI devices. The SPI 
interface can be configured for either 
master or slave operation. 


Interrupts 


A large number of interrupts (15 on 
the P89LPC932) can be utilised to 
facilitate the smooth operation of the 
program. The interrupts have, by 
default, a pre-determined priority, 
but the user can divide them into 
four different levels. The interrupts 
can be activated or deactivated indi- 
vidually as well as globally. 


Development tools 


Because the P89LPC900 still has an 
80C51 core, an assembler or com- 
piler from the early days can still be 
used to write software for this fam- 
ily. The only thing that has changed 
is the required register file. This may 
be part of the assembler/compiler 
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Figure 4. The standard RTC peripheral keeps track of elapsed time. 


package or, alternatively, you can 
easily write one yourself. 

On the Esacademy web site you 
should be able to find ‘Code-Archi- 
tect’ by the time this issue of Elek- 
tor Electronics is published. This 
tool can generate online code for 
various peripherals, without having 
to consult the data sheet. The code 
can then be processed further in a C 
compiler. 

Although the entire P89LPC900 
family is available with flash mem- 
ory and code is readily repro- 
grammed, an ‘in-system-emulator’ 
can drastically reduce the develop- 
ment time and generally make life 
much easier. There are a number of 
manufacturers that offer emulators 
for these controllers (Philips, ESS and 
Keil). the Keil emulator is remarkable. 
For the amount of only 199.00 euro 
(approx. £140), Keil supplies a fully- 
fledged emulator, including a C com- 
piler with a 4 K limit. These tools all 
have a USB connection, so that, up to 
a point, an external power supply 
can be omitted. For hobbyists who 
do not want to spend this much 
money, the design to be described in 
Part 2 of this article will provide an 
alternative solution. 


The family 


The number of P89LPC900-deriva- 
tives is growing at a great pace. At 
the time of writing, it appears that 
Philips has chosen to fill the cate- 
gory of up to 28 pins first with the 
P89LPC900, (there are, after all, sev- 
eral flash-controllers in the higher 
category already) before producing 
the larger devices. Even controllers 


with unusual peripherals such as CAN and 
USB have been planned. 

Noteworthy are the 8-pin versions. Philips 

has decided to release a range of 8-pin 
devices into the market. It is simply the case 
that with 8 pins you don’t get a great deal of 
choice regarding the peripherals. The various 
devices will therefore feature different com- 
binations of peripherals. 
Philips has done well to introduce a range of 
products on the market that have the same or 
greater functionality and are pin-compatible 
with the popular P87LPC76x, for example, 
which are only available in OTP versions. 

The P89LPC900 are available in several 
different packages, but the emphasis will be 
on smaller packages such as the TSSOP (only 
9.8 x 6.6 mm for the 28-pin version). The 
smaller technology (0.35 micron) and the fact 
that they are in-circuit programmable con- 
tribute to this. Fortunately, there are more 
practical package options for experimental 
work. In the project to be described in Part 2, 
the PLCC28 version has been used. 

(030161-1) 


Useful websites 


Philips 80C5 | -controllers and additional infor- 


mation such as application-notes and entry to 
the forum. 

www.esacademy.com 
Tools for the 80C5 | such as Flash-Magic and 
Code-Architect. 

www.altium.com 
C-compiler, demo software limited to 2 K 
code can be downloaded. 
C-compiler, demo software limited to 2 K 
code can be downloaded. 


www.pds95 |.com 
Hardware tools for 80C5 1. 
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